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MixPre Series Recorders - Gravadores Séries MixPre
MODELO DESCRIÇÃO sem IVA com IVA

MixPre-3 639,00€ 785,97€

MixPre-3 
Bundle 799,00€ 982,77€

MixPre-6 889,00€ 1 093,47€

MixPre-6 
Bundle 1 030,00€ 1 266,90€

MixPre-10T 1 789,00€ 2 200,47€

MixPre-10T 
Bundle 1 875,00€ 2 306,25€

MixPre-3M 539,00€ 662,97€

MixPre-6M 789,00€ 970,47€

MixPre-10M 1 489,00€ 1 831,47€

MODELO sem IVA com IVA

XL-2 75,00€ 92,25€

MX-4AA 50,00€ 61,50€

MX-8AA 70,00€ 86,10€

MX-LMount 65,00€ 79,95€

XL-B2 81,00€ 99,63€

XL-B3 98,00€ 120,54€

MX-PSU            
(MX-Charge) 40,00€ 49,20€

XL-WPH3 102,00€ 125,46€

MX-USBY 30,00€ 36,90€

PIX-Base                             149,00€ 183,27€

Model sem IVA com IVA

SAM-32SD 49,99€ 61,49€

SAM-32CF 89,99€ 110,69€

8 XLR/TRS Combo input 12-track audio recorder with USB Audio Interface.  Features Kashmir™ mic preamps with 
analog limiters and 32-bit A-to-D converters. Two balanced outputs via TA3 & Stereo output (2-ch) via one 3.5mm 
connector. Max sample rate of 96Khz.. Power via 10-18v Hirose connector, AA batteries, L-Mount or USB-C port. 
Includes Musician Plugin features, XL-WPH3 power supply and MX-8AA battery sled for powering.

32GB approved SD/SDHC card for use with Sound Devices and Video Devices products. It is rated at 90 MB/s for 
read & write speeds (620x). 

32GB approved Compact Flash card for use with Sound Devices audio recorders. The UDMA-7 media card provides 
data rates of up to 160MB/s read & 120MB/s write speeds (1050x). Not for use with PIX-240i or PIX-220i.  SD
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3 XLR input 5-track audio recorder (3+2ch Mix) with USB Audio Interface.  Features Kashmir™ mic preamps with 
analog limiters and 32-bit A-to-D converters. Stereo output (2-ch) via one 3.5mm connector. Max sample rate of 
96Khz. Built-in Bluetooth Smart technology for wireless control via Wingman app v2.0. Includes MX-4AA battery sled 
for powering.

Sound Devices MixPre 3 + bolsa Working Easy para MixPre + compartimento de baterias MX-8AA

4 XLR/TRS Combo input 8-track audio recorder (6+2ch Mix) with USB Audio Interface.  Features Kashmir™ mic 
preamps with analog limiters and 32-bit A-to-D converters. Stereo output (2-ch) via one 3.5mm connector. Max sample 
rate of 192Khz. Built-in Bluetooth Smart technology for wireless control via Wingman app v2.0. Includes MX-4AA 
battery sled for powering.

Sound Devices MixPre 6 + bolsa Working Easy para MixPre + compartimento de baterias MX-8AA

8 XLR/TRS Combo input 12-track audio recorder with USB Audio Interface.  Features Kashmir™ mic preamps with 
analog limiters and 32-bit A-to-D converters. Two balanced outputs via TA3 & Stereo output (2-ch) via one 3.5mm 
connector. Max sample rate of 192Khz. Timecode generator/reader. Power via 10-18v Hirose connector, AA batteries, 
L-Mount or USB-C port. Built-in Bluetooth Smart technology for wireless control via Wingman app v2.0. Includes MX-
8AA battery sled for powering.

Sound Devices MixPre 10T + bolsa Working Easy para MixPre 10

3 XLR input 5-track audio recorder (3+2ch Mix) with USB Audio Interface.  Features Kashmir™ mic preamps with 
analog limiters and 32-bit A-to-D converters. Stereo output (2-ch) via one 3.5mm connector. Max sample rate of 
96Khz.Includes Musician Plugin features, MX-4AA battery sled and MX-PSU for powering.

Battery sled for MixPre recorders. Holds (4) four AA Batteries. (Not for use with 10T or 10M)  

 Battery sled for MixPre recorders. Holds (8) eight AA Batteries.   

Sound Devices Brand Media - Media Sound Devices
Description

Lithium Ion 7.2 V, 6600 mAh battery. Sony L-compatible mount.

AC wall mount power supply w/USB-C connector and adapter plugs for US, UK, Australia & Europe. Does not 
recharge batteries. For use with all MixPre recording models. 

Solid metal base with adjustable height and angle. For use with MixPre Series Recorders & PIX-E monitors.  Mounts 
via 1/4" 20-thread mounting hole. Can also be used with any device with 1/4" 20 screw hole. “A” mounting holes for 
'permanently' fixing PIX-Base to a table or other structure. Multiple bases can be linked together without tools using 
interlocking design.

MixPre Series Accessories - Acessórios Séries MixPre
 DESCRIÇÃO
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TA3-F to XLR-M cable; 25-inch; connects balanced TA3 outputs to balanced XLR inputs; two cables included.

Universal, 45 W in-line AC-to-DC power supply Hirose 4-pin DC plug; with detachable IEC power cord; for all Sound 
Devices mixers and portable recorders w/ 4-pin Hirose connector, 100–240, 50/60 Hz. Included with all 7-Series 
recorders.

USB-C to 2x USB-A Y-cable for powering from a computer. For use w/ MixPre recorders. Not for use with 10T or 10M.

Battery sled for MixPre recorders. Holds 2 hot-swappable, Li-Ion L-mount batteries.

Lithium Ion 7.2 V, 4600 mAh battery. Sony L-compatible mount.

4 XLR/TRS Combo input 8-track audio recorder (6+2ch Mix) with USB Audio Interface.  Features Kashmir™ mic 
preamps with analog limiters and 32-bit A-to-D converters. Stereo output (2-ch) via one 3.5mm connector. Max sample 
rate of 96Khz. Includes Musician Plugin features, MX-4AA battery sled and MX-PSU for powering.


